
6

380-400/3/50 380-400/3/50 380-400/3/50 380-400/3/50 380-400/3/50 380-400/3/50 380-400/3/50

W 370 370 370 370 450 450 450

1000/1200/1400 1000/1200/1400 1000/1200/1400 1000/1200/1400 1000/1200/1400 1000/1200/1400 1000/1200/1400

kW 2,5/5 3/6 4/8 5/10 5,5/11 6,5/13 7/14

7,0/9,0/10,7 7/9,0/10,7 7/9,0/10,7 7/9,0/10,7 7/9,0/10,7 7/9,0/10,7 7/9,0/10,7

3/h 900/1020/1100 950/1100/1200 1020/1180/1300 1200/1320/1600 1400/1590/1800 1650/1890/2100 1800/1980/2300

dB-(A) 52/54/58 52/54/58 54/56/60 54/56/60 54/58/61 54/59/62 56/58/63

°C 19-38 19-38 19-38 19-38 19-38 19-38 19-38

120 120 120 120 120 120 120

180/850/280 180/1080/280 180/1280/280 180/1480/280 180/1680/280 180/1880/280 180/2080/280

55 55 55 55 55 55 55

17,5 19,5 21,5 23,5 26,5 28,0 30,5

2500 2500 2500 2500 2500 2500 2500


